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• Compact 1.25mm precision zirconia 

ceramic ferrules 

• Alignment sleeves 

ensure superior, repeatable optical 

performance with physical contact 

polishing techniques

• Purpose designed inserts, and insert-to-insert

keying assist precision alignment

• Individually rear insertable / removable 

optical contacts enable easy assembly 

and maintenance

• Easily removable alignment sleeve insert

facilitates simple cleaning and maintenance

• Colour band indicates full mate condition

The MC5 high density range is the very latest
advance in high performance multichannel
fibre optic connectors, capable of sustained
performance over a wide range of
environmental conditions.

The MC5 uses the most recent developments 
in precision ceramic ferrules and lightweight
MIL-C-38999 Series III connector shell materials,
combined with purpose designed inserts to
ensure the optical performance meets the
requirements of high reliability optical systems.

Compact sprung loaded, precision optical
contacts are individually insertable / removable
for ease of assembly.

Extensive testing has confirmed excellent
performance under the most demanding
environmental conditions with the MC5 chosen
as the standard multiway fibre optic connector
for the European Fighter Aircraft, Typhoon.

• Identical optical contacts are spring loaded 

in both plug and receptacle to maintain 

physical contact even under severe shock 

or vibration conditions (rigid contact 

option available for receptacle)

• Simple termination process and tooling

• Composite lightweight, high strength, 

corrosion resistant connector shells

• MIL-C-38999 Series III anti-vibration coupling

mechanism, and tri-start thread

• Extensive range including 1,2,4,6,8,10 and 

30 way connectors

• Available in both plug socket / receptacle pin

and plug pin / receptacle socket configurations

Key Features



Fibre type: Suitable for fibres with core
diameters 5-200um

Channels: 2,4,6,8,10,18, and 
30 channels

Cable size: 1.8mm, 2.1mm and 
2.5mm jacket

Materials:
Shell: Composite (qualified 

to MIL-C-38999)
Contact body: Arcap
Ferrules: Zirconia 
Alignment sleeves: Zirconia
Seals: Fluorosilicone
Plating: Nickel plate

Optical performance:
Insertion loss: 0.25dB typical*
Return loss: -40 dB typical
Repeatability: Typically better than 0.1dB

(with 50/125µm fibre)
*fibre and polishing process dependent

Temperature:
High temperature
endurance: +150°C, 760 hours 
Low temperature
endurance: -65°C, 500 hours 

Durability: >1500 mating cycles

Vibration:
Sinusoidal: 5-3000Hz, 40g, 10 hours
Random: 25-2000Hz, 5g2/Hz 

(50g rms), 16 hrs

General Specification

Dimensional Information

All dimensions in inches (except threads). To complete part number for ordering see ‘ordering information’

Plug Procap

Receptacle

Dummy Receptacle



Size - A B1 B2 C1 C2 Thread Thread E tri-start ØF G H M ØJ ØK ØL
arrangement Max Min Min D dimensions  Max Max Max Max Max Max Min

(inches)

11-2 26.4 20.62 18.26 4.84 3.16 M15 X 1.0 0.75000 24.94 3.52 19.9 40.86 N/D N/D 16.51

13-4 28.81 23.01 20.62 4.84 3.16 M18 X 1.0 0.8750 29.34 3.52 19.9 40.86 26.06 27.56 19.56

15-6 31.2 24.61 23.01 4.31 3.16 M22 X 1.0 1.0000 32.46 3.52 19.9 40.86 N/D N/D 22.86

17-8 33.51 26.97 24.61 4.84 3.16 M25 X 1.0 1.1875 35.66 3.52 19.9 40.86 34.16 35.46 26.04

21-18 36.71 29.36 26.97 4.84 3.16 M28 X 1.0 1.2500 38.46 3.52 19.7 40.86 35.66 37.16 29.21

21-18 39.91 31.75 29.36 4.84 3.16 M31 X 1.0 1.3750 41.66 4.33 19.7 40.86 N/D N/D 32.39

23-24 43.11 34.93 31.75 6.06 3.83 M34 X 1.0 1.5000 44.86 4.33 19.7 40.86 42.06 43.36 35.56

25-30 46.21 38.1 34.93 6.06 3.83 M37 X 1.0 1.6250 47.98 4.33 19.7 40.86 45.16 46.6 38.74

Sprung contact Rigid contact 
part number part number

455335-***1-**2 455360-***1-**2

455335-125-**2 455360-125-**2

455335-126-**2 455360-126-**2

455335-127-**2 455360-127-**2

455335-128-**2 455360-128-**2

455335-144-**2 455360-144-**2

455335-159-**2 455360-159-**2

455335-172-**2 455360-172-**2

455335-175-**2 455360-175-**2

Contact Contact Crimp Dies (see note)

Sprung Rigid Plain buffer Tight jacket Part no. A / F
cable

455335-***1-00 455360-***1-00 900µm - 457440 1.25 / 1.35

455335-***1-01 455360-***1-01 - Ø2.1 OD 457440 2.27 / 2.37

455335-***1-02 455360-***1-02 - Ø1.8 OD 457440 2.62 / 2.52 and 
2.37 / 2.27

455335-***1-0 455360-***1-03 - Ø2.5 OD 457440 2.74 / 2.84

Table 1 (***1)

MC5 Backshells for Multiway Cables (ordered separately)

Table 2 (***1)

Please note: for alternative sizes, consult technical sales.

Cable Type / Description Cable Ø O/D mm

Multiway cable, with 900µm buffered fibre and peripheral strain relief 3.5

4.5

5.0

5.5

6.0

7.0

Multiway cable, various constructions - e.g. central strain relief Backshells are 
available for a range
of multiway cables,

please consult 
technical sales

Please note: Crimp dies are used with Deutsch crimp tool 451716 (Erma 29020)

Optical contacts are supplied with a profile formed optical end face and are available for singlemode or multimode

fibres. Contacts are available in either sprung or rigid versions, depending upon application (rigid contacts should

be used in bulkhead receptacles only). 

MC5 Optical Termini (ordered separately)

Please note: for type 00 (**2) the cable crimp sleeve is not supplied i.e. for terminating buffered fibre.

Options are as follows:
***1 = Optical hole Ø ‘A’ (fibre size) (see table 1)  **2 = Cable type (see table 2)

Dimensional Information (cont)



Ordering Information

Series:

Style:
00 = Bulkhead receptacle
06 = Plug
07 = Jam nut
20 = Protective cap plug
30 = Dummy receptacle
40 = Protective receptacle

Shell finish:
N Nickel plated

Shell size - no. of channels:
11-2, 13-4, 15-6, 17-8, 19-10, 25-30

Insert type: 
P, S (S type includes the removable
alignment insert)

Shell orientation: 
N, A, B, C

Modification code:

**E- *- **-** * * -F***

Example part numbers: 

Connector MC500E-N-17-8SN 

Protective cap MC540E-N-17 

Dummy receptacle MC530E-N-17

MC5

MC5 Fibre Optic Module for DMC-M Connectors

The Deutsch MC5 DMC-M high performance fibre optic modules are manufactured from a high performance material

for corrosion resistance and features a rugged construction. The common MC5 optical contact is rigid or sprung

loaded and common to both plug and receptacle to maintain physical contact even under severe shock or vibration.

Accessories / Essential Tooling Information

• Civil Aviation Authority A8-1

• BS EN ISO 9001

• Military Spec Approvals 38999

• BS9000 and CECC

• Underwriters Laboratories

• BS EN IS09001:2000 (BSI) 

• BS/EN 9100:2003 (BSI) 

• AS9100 Rev B (BSI) 

• AS9120:2002 (BSI) 

• EASA Part 21 Subpart G (CAA) 

• BS9000 (BSI) 

• Underwriters Laboratories (UL)

• Military Spec Approvals 

38999 (DSCC)

Deutsch Quality Approvals

For more information, technical assistance or 

custom solutions email fibre@deutsch.net

www.deutsch.net

Stanier Road, St Leonards on Sea
East Sussex TN38 9RF UK

Telephone +44 (0) 1424 858358
Fax +44 (0) 1424 851726

Deutsch© 2009. Information contained within this datasheet is subject to change without prior notification.

MC3DS-07-08



<<
  /ASCII85EncodePages false
  /AllowTransparency false
  /AutoPositionEPSFiles true
  /AutoRotatePages /None
  /Binding /Left
  /CalGrayProfile (Dot Gain 20%)
  /CalRGBProfile (sRGB IEC61966-2.1)
  /CalCMYKProfile (U.S. Web Coated \050SWOP\051 v2)
  /sRGBProfile (sRGB IEC61966-2.1)
  /CannotEmbedFontPolicy /Error
  /CompatibilityLevel 1.3
  /CompressObjects /Off
  /CompressPages true
  /ConvertImagesToIndexed true
  /PassThroughJPEGImages true
  /CreateJDFFile false
  /CreateJobTicket false
  /DefaultRenderingIntent /Default
  /DetectBlends false
  /ColorConversionStrategy /LeaveColorUnchanged
  /DoThumbnails false
  /EmbedAllFonts true
  /EmbedJobOptions true
  /DSCReportingLevel 0
  /EmitDSCWarnings false
  /EndPage -1
  /ImageMemory 1048576
  /LockDistillerParams true
  /MaxSubsetPct 100
  /Optimize false
  /OPM 1
  /ParseDSCComments true
  /ParseDSCCommentsForDocInfo true
  /PreserveCopyPage false
  /PreserveEPSInfo true
  /PreserveHalftoneInfo false
  /PreserveOPIComments false
  /PreserveOverprintSettings true
  /StartPage 1
  /SubsetFonts true
  /TransferFunctionInfo /Apply
  /UCRandBGInfo /Remove
  /UsePrologue false
  /ColorSettingsFile (None)
  /AlwaysEmbed [ true
  ]
  /NeverEmbed [ true
  ]
  /AntiAliasColorImages false
  /DownsampleColorImages true
  /ColorImageDownsampleType /Bicubic
  /ColorImageResolution 440
  /ColorImageDepth -1
  /ColorImageDownsampleThreshold 1.02273
  /EncodeColorImages true
  /ColorImageFilter /DCTEncode
  /AutoFilterColorImages true
  /ColorImageAutoFilterStrategy /JPEG
  /ColorACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /ColorImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000ColorACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000ColorImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasGrayImages false
  /DownsampleGrayImages true
  /GrayImageDownsampleType /Bicubic
  /GrayImageResolution 440
  /GrayImageDepth -1
  /GrayImageDownsampleThreshold 1.02273
  /EncodeGrayImages true
  /GrayImageFilter /DCTEncode
  /AutoFilterGrayImages true
  /GrayImageAutoFilterStrategy /JPEG
  /GrayACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /GrayImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000GrayACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000GrayImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasMonoImages false
  /DownsampleMonoImages true
  /MonoImageDownsampleType /Bicubic
  /MonoImageResolution 2400
  /MonoImageDepth -1
  /MonoImageDownsampleThreshold 1.50000
  /EncodeMonoImages true
  /MonoImageFilter /CCITTFaxEncode
  /MonoImageDict <<
    /K -1
  >>
  /AllowPSXObjects false
  /PDFX1aCheck true
  /PDFX3Check false
  /PDFXCompliantPDFOnly false
  /PDFXNoTrimBoxError true
  /PDFXTrimBoxToMediaBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXSetBleedBoxToMediaBox false
  /PDFXBleedBoxToTrimBoxOffset [
    0.30000
    0.30000
    0.30000
    0.30000
  ]
  /PDFXOutputIntentProfile (OFCOM_PO_P1_F60)
  /PDFXOutputCondition (OFCOM_PO_P1_F60)
  /PDFXRegistryName (http://www.color.org)
  /PDFXTrapped /False

  /SyntheticBoldness 1.000000
  /Description <<
    /JPN <FEFF3053306e8a2d5b9a306f30019ad889e350cf5ea6753b50cf3092542b308030d730ea30d730ec30b9537052377528306e00200050004400460020658766f830924f5c62103059308b3068304d306b4f7f75283057307e305930023053306e8a2d5b9a30674f5c62103057305f00200050004400460020658766f8306f0020004100630072006f0062006100740020304a30883073002000520065006100640065007200200035002e003000204ee5964d30678868793a3067304d307e305930023053306e8a2d5b9a306b306f30d530a930f330c8306e57cb30818fbc307f304c5fc59808306730593002>
    /FRA <>
    /DEU <>
    /PTB <>
    /DAN <>
    /NLD <>
    /ESP <>
    /SUO <>
    /ITA <>
    /NOR <>
    /SVE <>
    /ENU <FEFF005000410053005300200046004f0052002000500052004500530053002000530045005400540049004e00470053>
  >>
>> setdistillerparams
<<
  /HWResolution [2400 2400]
  /PageSize [612.000 792.000]
>> setpagedevice


