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®© FEDERAL Transfer Impedance Measurements
MOGUL Configuration: 2 twists/m
1.0E+01 20
‘ Roundit EMI C27 XWS B 8
; Roundit EMI C4 XWS € 1
Roundit EMI C27 XWS B 1
1.0E-00 Roundit EMI C4 XWS B - Size 19 Z1 40
Roundit EMI C27 XWS B - Size 25 '
Roundit EMI C4 XWS B - Size 32
] 0[»()1 Roundit EMI C27 XWS B - Size 38 60
Roundit EMI C4 XWS B - Size 45
equirements (RO max = 5 mQ/m, Lt max = 2 nH/m)
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1.0E-03 100
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Protection Products

Frequency [Hz]

ROUNDIT® EMI XWS

EMI and Lightning
Protection
(5 kA and 10 kA)

A Lightning Strike Test
For the C4 version = 5 kA lightning strike resistance
For the C27 version = 10 kA lightning strike resistance
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5.91 mQ/m
4.87 mQ/m

461 mQ/m

3.80 mQ/m

3.79 mQ/m

3.14 mQ/m ST
=Nickel plated copper C4
=Pressurized areas

2.76 mQ/m =96 hour salt spray resistance

=5 kA lightning strike resistance

yvEuleY Bl Roundit EMI C27 XWS / EN4674-004

= Nickel plated copper C27
: =Un-pressurized areas
1.43 mQ/m =500 hour salt spray resistance
=10 kA lightning strike resistance
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